
Art Specs
Accepted File Formats
- Adobe Illustrator (preferred), best for designs with text, images, and vector graphics.
- Adobe InDesign, good for simpler designs with text and images.
- Adobe Photoshop, best for image-only based designs.

* PDFs are not ideal for our prepress and printing processes, please provide your file in one of the above native 
file formats if possible. (e.g., ai, eps, indd, psd, psb)

File Preparation 
-All files should be designed at actual size (100% scale).
-Avoid embedding graphics in Illustrator and InDesign and keep Photoshop layers when possible.
-Outline all text (or) provide the necessary font files.
-If you need assistance preparing your files, let us know, we can help!

Formatting Linked Images
-PSD, TIFF, EPS, or PSB for large file formats are preferred. JPGs with minimal compression workable.
-PNG and GIF are not recommended for print production.
-300 dpi image resolution is optimal, 150 dpi is acceptable, 72 dpi is too low.
-Bitmap images should be saved at 600 dpi
-Color images in CMYK (not RGB), BW images in Grayscale
-Duotones, Tritones, and Quadtones saved as Photoshop PSD

Important Design Considerations 
Flat Panels with Frames: If the panel will be installed in one of Winsor Fireform's standard frames, adjust the graphics 
to account for the 3/4" frame overalp on all four edges to ensure important graphics are not covered by the frame. 
Flanged Panels: Flanged panles have a 3/16" inner margin on all sides where graphic elements will be cropped. 
However, solid spot colors can be applied to this area as well as the flanged edge.

File Submission
Use the File --> "Package" command within Illustrator and InDesign to automatically gather linked graphics and fonts into 
a single folder. Compress the folder into a Zip file for transfer. Submit your designs using a file sharing service (we are 
happy to send you an upload link if helpful). We can also accept flash drives by mail. Files less than 15 MB can be 
emailed. 

Color Matching and the Ceramic Gamut

Winsor Fireform is a world leader in ceramic color matching and color range. Winsor Fireform maintains a growing color 
library of 20,000+ unique colors, formulated over the course of 40+ years. Most colors can be matched and reproduced; 
however, bright magentas, extreme purples, and colors approaching neon can be challenging due to the restrictive nature 
of the natural rare-earth oxides used to create ceramic pigments. We are continually researching ceramic pigment 
sources worldwide to ensure our color library remains the best in the industry.

Spot Colors
Color matching systems like Pantone Coated (preferred) or Benjamin Moore should be used for colors that Winsor 
Fireform custom formulates. Please specify Pantone numbers within the digital file whenever possible. Physical swatches 
and/or objects can be mailed to Winsor Fireform for matching.

Additional Design Services
Artwork digitizing, scanning, and tracing is available upon request.


